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Bildgebende Systeme in der Medizin

Magnet Resonanz Tomographie III:

Praktikum 9T
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9.4 T animal scanner, actively shielded
bore: 21cm (with gradient insert: 11cm)

Cooperation between the medical faculty Mannheim & central institute of mental health (ZI), Mannheim
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gradient system:

- 740 mT/m (x,y,z)

- slew rate: 6900 T/m/s

- rise time to max.: 122 ms

Receiver:

- 16 channels for 1H

- 1 channel for X-nuclei 

Shim system:

- 8 axis: X, Y, Z, XY, Z2, 

ZX, ZY, X2-Y2

- each 10A max

Transmitter:

- 2 channels

- each 1KW power

- each 15 – 400 MHz

Coils

- Bruker or others

- home-made
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Radiofrequenzspule: 

1. Abstimmen auf die Resonanzfrequenz (Tune)

2. Anpassen an die 50Ohm Kabelimpedanz (Match)

B0-Homogenität (Shim)

Basisfrequenz

Mixerfrequenz = Larmorfrequenz bei B0 (ohne Gradienten)

Referenzpulsleistung

benötigte Leistung, um mit einem 1ms langem Blockpuls 90°Flipwinkel zu erreichen

(abhängig von Resonatorgüte)
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Volumenresonator (TXRX): 

1. Gute Homogenität

2. Schlechteres Signal-Rausch-Verhältnis (SNR)

Oberflächenresonator (TXRX): 

1. Schlechte Homogenität

2. Gutes Signal-Rausch-Verhältnis (SNR)

TE =120µs

TE =50ms
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TE =120µs


